



























































































































































































































































































A  Microstructure‐based  Approach  for  Modelling  Acoustical  Properties  of  Multi‐scale  Porous 
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Populations  of  the  European  eel Anguilla anguilla  are  under  threat  and  one  contributory 
factor  is  believed  to  be  the  effect of  infection with  parasites. One  parasite  has  attracted 
more attention than others, the swim‐bladder nematode Anguillicoloides crassus, due to its 
relatively  recent  and  rapid  invasion  of  European waters  and  the  subsequent  debilitating 
pathology that occurs within A. anguilla.  The natural host, the Pacific eel A. japonica, is not 
harmed by A. crassus infection.  In an attempt to update our knowledge of A. crassus in UK 
habitats,  we  have  obtained  eels  from  widely  distributed  sites.    Data  highlighting  the 
prevalence and  intensity of A. crassus  infection  in UK eel populations will be presented at 
the meeting.      In addition, eels are host to a variety of other helminth and also protozoan 
parasites.  As part of an overall strategy to analyse parasite community structures within UK 
eel  populations,  molecular‐based  techniques  are  being  developed  to  assist  rapid 
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Motorway weaving sections are characterised by generally higher number of  lane changes 
which  normally  results  in  turbulence  and  consequently,  causes  bottlenecks  leading  to 
congestion and queues.   Thus, and  in order  to alleviate  the effects of congestion  in  these 
sections, measures to  improve motorway capacity needs to be considered.   Such measures 
include geometric design features as well as using traffic control devices, such as Intelligent 
Transport  Systems  (ITS)  to  influence  drivers’  behaviour.    Micro‐simulation  models  have 
proved  to be more effective  in  replicating  such  complex  situations  rather  than  relying on 
mathematical models  to predict  and evaluate  traffic performance when  certain measures 








The methodology  of  this  research  is  to  determine  the  factors/affecting weaving  capacity 
based  on  previous  literature  to  help  in  the  building  and  developing  the micro‐simulation 
model using Visual Compact Fortran.   This model  consists mainly of  two  sub‐models:  car‐
following and lane changing models.  This car‐following model can represent different traffic 
situations from free flowing to congested (stop‐and‐go) conditions.   A hybrid  lane changing 
model  has  been  developed  to  represent  normal  and  weaving  sections  with  different 
configurations up to a total number of lanes of five. 
 
The model  has  been  calibrated with  field  data which  have  been  collected  from  different 
sections (i.e. normal and weaving) within Greater Manchester.  The data will be used in both 
the calibrating and validating processes of the model.   The model will then be used to test 
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Background 




To  investigate  the  cytotoxic  and  cellular biochemical effects of  gln  and  L‐asparagine  (asn) 
deprivation  in  vitro  to  explore  the  potential  of  using  gln  deprivation  clinically  and  to 
investigate  synergism between gln and asn deprivation  combined with  clinically used anti 
cancer agents. 
Methods and results  
Ewing’s Sarcoma  (ES) TC32, Osteosarcoma  (OS) HOS and Rhabdomyosarcoma  (RMS) A204 
cell  lines were deprived of gln and asn for periods of up to 72 hours. Decreased viability of 
cells with increasing time of gln deprivation was observed in all cell lines, but no effect was 
observed  for  asn  deprivation.  However,  a  greater  effect  on  viability  was  found  with 
simultaneous  gln  and  asn  deprivation.  For  gln  deprivation,  flow  cytometry  revealed 
noticeable accumulation of cells in G1 phase of the cell cycle in ES and RMS cells. However, 
Annexin‐V FITC staining showed dramatic  increase  in apoptosis  in all cell  lines. Cytotoxicity 
assays with cisplatin, doxorubicin,  temozolomide,  topotecan, methotrexate and vincristine 
have given  sensitive  IC50  results. Synergistic  studies combining  these agents with gln, asn 
and combined gln/asn deprivation are being performed. 
Conclusions 
Loss  of  cell  viability  during  gln  and  asn  deprivation  is  caused  by  dramatic  induction  of 
apoptosis here. Current cytotoxicity studies show these cell lines to be very sensitive to the 
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This  study  aims  to  investigate whether  the  relationships  between  fuel moisture  content 







the  sites  at which  coincident  ground‐based measurements were made.  The  results  show 
that  FMC  varies  temporally  and with  vegetation  type.  Reflectance  variability with  FMC  is 
expressed most strongly in the SWIR and NIR. The sensitivity of SWIR and NIR reflectance to 
FMC  variations  is much  greater when  considering  each  vegetation  type  individually.  The 
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road  capacity  for different  conditions.   A micro‐simulation model has been developed  for 
this purpose here at Salford.  The model deals with general as well as more specific drivers’ 
behavioural tasks such as their cooperative nature when they allow others to merge either 
by decelerating or  shifting  to other  lanes.   The developed model has been  calibrated and 
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The Problem/Issue: 
The  problem  of  counterfeit  drugs  is  a  significant  issue  as  administering  a  counterfeit 










For  efficient  extraction  the  suspension  is  sonicated  for  ~30min  and  then  centrifuged  to 
separate the  insoluble excipients. The supernatant  liquor containing the API  is analysed by 
1H NMR to confirm the identity. Once the identity is confirmed quantification by 1H NMR is 
carried  out  using  and  internal  standard  of  known  purity  in  duplicates.  The  purity 
determination is carried out by weight the medicine tablet powder and the standard in the 
same  vial,  solvent  is  added  to  this,  then  sonicated  and  centrifuged  prior  to  analysis,  as 
carried out for identification. The 1H spectra are obtained under quantitative conditions and 
purity of API  is calculated  from  the NMR data as a weight % and  this  in  turn converted  to 
actual amount in the tablet (mg/tablet).  
Case Study 
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Trip generation is a vital stage in the orthodox travel demand forecasting process embedded 
in  urban  transportation  planning.  In  this  stage,  the  number  of  trips  generated  from  or 
attracted  to  a  specific  development  is  determined  and  then  modelled.  Recently,  it  has 
become clear that regeneration of city centre areas is taking into account a renewed desire 
for  some  people  to  locate  their  homes  in  central  areas.  This  change  in  land‐use  has  an 
important  impact  on  travel  demand  and  on  the  need  to  design  sustainable  transport 
systems.  
The  general  purpose  of  the  research  is  to  enrich  the  trip  making  behaviour  
literature  while  the  particular  one  is  to  investigate  the  characteristics  of  





Trip  End  Model  Presentation  Program  (TEMPRO)  and  the  work  will  review  current 
methodologies such as the Category Analysis and Regression Analysis techniques. The Figure 
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Lithium nitride  is a potential  candidate a high gravimetric hydrogen  storage  compound.  It 
was initially thought that the hydrogenation reaction occurs via a two stage process: 
LiHLiNHHLiHNHLiHNLi 22 22223 +↔++↔+  
The disordered phases, Li2+xNH  [1] and Li2‐xNH1‐x,  [2], have since been  reported. Modelling 




function of  concentration, xi  ,and  temperature, T, are described by  the Gibbs Free Energy 
G(xi,T).  However,  the  determination  of  this  function  is  not  an  easy  task:  a  many‐body 
problem has to be managed and approximations have to be made and tested carefully with 
respect  to  their  validity.  First‐principles  calculations  based  on  Density  Functional  Theory 
(DFT) have been very useful in understanding the stability of ordered compounds. Modelling 
disordered systems adds significant complexity to the problem, due to the vast number of 
configurations  the  systems  can adopt. The best way approach  the problem  is  to  combine 
quantum mechanics with  statistical  physics.  In  this  approach,  so‐called,  cluster  expansion 
potentials  are parameterised by DFT  calculations  and used  in Monte Carlo  simulations  to 
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There  is a problem with  the 21st Century, people  in urban environments are becoming so 
detached  from  the  natural  world  (Goode  2005)  that  their  only  experience  of  nature  is 
coming  from  manufactured  imagery  (Kaiser  2007).  Reintroducing  people  with  nature  is 
becoming an incredibly important part of conserving our natural world. This is recognised by 





on  synthesizing  quantitative  (surveying)  and  qualitative  (film  and  photographic) methods 
into one cohesive research project, which aimed to engage people with their local wildlife in 
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A recent WHO ultrasound classification of hydatid cysts in human cystic echinococcosis (CE) 
has been developed  to  aid  in  the  clinical management of  this  infection.  The  classification 
may also represent a natural history of cystic development from a mature fertile and viable 
cyst  to a  lesion which  is degenerate non‐viable. However accurate assessment of viability 
based  on  ultrasound  is  not  possible.  To  try  and  use  immunological markers  as  potential 
indicators of viability,  sera  from hydatid patients  from Turkana, Kenya, with different cyst 
morphologies were  tested  for antibodies  to a  range of different Echinococcus antigens by 
ELISA and immunoblotting. The antigens used were, crude hydatid cyst fluid; Laminate layer 
homogenate;  a  protoscolex  homogenate  and  protoscolex  E/S  antigens.  Results  from  the 
pilot  study using native antigens of  the  cyst  indicated  that when  the mean OD values  for 
each  cyst  type  were  calculated,  HCF  antigen  was  the most  reactive  and  this  was most 
evident for CE2 cysts where reactivity was much greater than that for the LL antigen. For CE1 
cysts however  there was very  little difference between HCF and LL antigen  reactivity. PSC 
and ES antigens were  the  least  reactive only being  recognised by  the CE2  type cyst.  Initial 
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Wireless  Sensor  Networks  constitute  a  promising  technological  advance  that  poses 
contradicting  research  challenges.  The  networks  are  limited, miniaturised  computers  that 
aim  to sense and wirelessly  report  information about  their environment. Typical networks 
are expected to be self‐organising and able to operate with little or no human interaction. 
 
Many  of  the  potential  application  scenarios  for wireless  sensor  networks  are  either  too 
critical [1] or too valuable [2] to be run without an acceptable  level of security.   Therefore 
provision  of  security widens  the  possible  application  of  sensor  networks.    However,  the 
limited nature of  the devices  is  an  important obstacle  in providing  adequate  security  [3], 
sufficient  to enable application  in most environments  [4]. Traditional security mechanisms 
cannot  operate  in  sensor  networks  as  they  are  too  demanding  in  resources  [5].  A  new 





distinctive  novel  characteristics.  Major  Features  include  encrypted  and  authenticated 
communications,  integrated key management and categorisation of communication  types. 






2.  BP.  Condition  Monitoring.  2009  5/2009;  Available  from: 
http://www.xbow.com/General_info/Info_pdf_files/BP_Intel_Sensor_Networks.wmv. 
3.   Walters,  J.P.,  et  al.,  Wireless  sensor  network  security:  A  survey.,  in  Security  in 
Distributed, Grid, Mobile, and Pervasive Computing. 2006, Auerbach Publications, CRC 
Press.  Available  from:  http://www.cs.wayne.edu/~weisong/papers/walters05‐wsn‐
security‐survey.pdf. 
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Plagiorchis muris  is  an  intestinal  trematode  found  in wild  rodents  from  several  countries. 
Recently,  the  first  recorded  occurrence  in  the  UK  was  reported  in  the  wood  mouse 
Apodemus sylvaticus at Malham Tarn, North Yorkshire (Rogan et al., 2007). The trematode 
has been recorded each September  for a 13 year period as part of an undergraduate  field 
course,  with  a  mean  prevalence  of  18.4%.  The  lifecycle  of  this  trematode  is  not  well 
understood  and  reasons  for  its occurrence  in  this  location within  the UK  remain unclear. 
Aquatic snails act as  the  first  intermediate host  for P. muris and as many as 25 species of 
freshwater snail have been recorded within the Malham area (Norris, 2000). Aquatic  insect 
larvae  are  the  second  intermediate host  and  infected dragonflies, mosquitoes  and naiads 
have been most frequently reported (Hong et al., 1998). To define the  lifecycle of P. muris 
and establish prevalence  rates at Malham Tarn,  species‐specific molecular primers able  to 
detect adult and larval stage parasites are currently being designed. Primers will be used to 
identify  primary  and  secondary  intermediate  hosts,  sampled  from  the  Tarn,  surrounding 
streams and temporary surface water by PCR amplification of the mitochondrial cytochrome 
oxidase C  gene  and  ribosomal  ITS  regions of   P. muris. Additionally, A.  sylvaticus  and  the 
bank vole Myodes glareolus will be sampled seasonally from three distinct  locations within 
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parasite  relationships  remain  unanswered,  including  evolutionary  aspects  of  such 
associations, host‐parasite  interactions and  factors  that may  influence  the  composition of 
bat parasite communities. To further knowledge of bat parasitology, one hundred bats, that 
had either died of natural causes, or had been euthanized due  to  severity of  injury, were 




of  the  following  microparasites  (prevalence  data  in  parenthesis);  Babesia  vesperuginis  
(23%), Trypanosoma spp (36%), Bartonella sp. (2%) and Eimeria  sp. (20%), and the following 
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The Li‐N‐H system has attracted a great deal of research interest from the hydrogen storage 
community  since  it was  demonstrated  that  Li3N  can  reversibly  absorb  large  amounts  of 
hydrogen;  in excess of 10 wt%.  Initially,  it was  suggested  that  the hydrogenation  reaction 
occurs via a two stage process, according to: 
LiHLiNHHLiHNHLiHNLi 22 22223 +↔++↔+  
Subsequent  neutron  diffraction  measurements  by  the  authors  have  revealed  that  the 
underlying  structural  transitions are  significantly more complicated  than  first proposed.  In 









state  interaction  between  Li4NH  and  Li2NH.  A  related  non‐stoichiometric  phase, 
intermediate  between  Li2NH  and  LiNH2  has  also  been  reported  [3].  The  stabilities  of  the 
stoichiometric phases have been modelled by density  functional  theory, enabling a phase 
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specific  energy  density  three  times  greater  than  petrol  and  the  by‐product  from  its 
consumption  in  both  combustion  and  electrochemical  reactions  is  pure water.  However, 
there  remain many  technical  challenges  hindering  the  large  scale  adoption  of  hydrogen 
energy,  in  particular  its  production  (from  water  or  hydrocarbons),  its  distribution  and 




The  high  pressure  hydrogen  energy  laboratory  at  Salford  represents  a major  investment 
toward the University’s energy research strategy. An existing hydrogenation  laboratory has 
been  re‐fitted  with  a  200  bar  external  hydrogen  supply,  and  a  hydrogen  detection  and 
automated shut‐off safety system. Currently, the facility has been equipped with two state‐
of‐the‐art  volumetric  apparatus,  capable quantifying  the up‐take  and  release of hydrogen 
under carefully controlled conditions of pressure (up to 200 bars) and temperature (‐196 to 
500oC). Planned future developments include the housing of a hydrogen permeation test rig, 




hydrogen energy  laboratory will provide a unique  facility with a  focused research strategy, 
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Once  a  technique  for  producing  nanowires  in  a  chosen material  has  been  perfected,  in 
addition  to  measuring  their  magnetic  properties  it  is  also  important  to  be  able  to 
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The Millennium Ecosystem Assessment (2005) regards current climate change, involving the 
rise  in  temperature  associated  with  alterations  in  precipitation  and  atmospheric  CO2 
concentrations,  as  a main  contributor  for  adverse  effects  on  environments.  It  has  been 
estimated  that  global biodiversity has declined by more  than 25% over  the  last 35  years. 
Amphibians  are  the most  severely  affected  vertebrate  group, with  32%  of  the  currently 
known species being threatened with extinction. The common toad (Bufo bufo) is the most 
populous amphibian  found  in  the UK, and often occurs  in human‐altered environments. A 
22‐year study  in Southern England  (led by Dr. Chris Reading, NERC Centre  for Ecology and 
Hydrology, Oxford) indicates that increasing mean winter temperatures can be linked to the 
decline of  individual body condition  (body mass‐body weight ratio) of  individuals, and also 
alters the timing of breeding. The current study aims to identify a relationship between life 
history  traits  (such as  size, weight,  reproductive  timing and  success) of  the  common  toad 
with information derived from DNA via genetic fingerprinting using microsatellites. The value 
of  the  genetic  data  should  be  twofold.  Firstly,  it  should  reveal  interactions  between 
genotypes and phenotypes: are  individuals  that are most severely affected by  the adverse 
effects of climate change carriers of specific genetic variants, or are they particularly poor in 
overall genetic variation? Secondly, the genetic data should enable to construct  individual‐
based pedigrees across  the  toad population,  to  reveal whether  the amount of  changes  in 
body  condition  are  inherited  across  generations  (signifying  evolutionary  adaptation),  or 
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The  quality,  density  of  bone  and  the  three  dimensional  structure  of  a  proposed  dental 
implant site are influential factors in the long term success of dental implants.  Traditionally, 
implantologists have relied on radiographs to obtain information regarding the nature of the 
bone  density  and  underlying  pathology  of  the  implant  site.    In  the  1980s  Computerised 
Tomography  (CT) was  introduced,  allowing  the  production  of  localised  images  of  implant 
sites  to  be  taken  without  the  superposition  of  other  structures,  which  can  be  used  to 
ascertain  bone  density.    There  are,  however,  several  disadvantages  associated  with  CT 
technology, namely  the cost and  the  fact  that  several  reports have highlighted a problem 
associated  with  higher  absorbed  radiation  doses  when  compared  to  conventional 
radiography.    Even  using modern  equipment,  and  the  planned  next  generation  of  lower 
radiation  dosage  Cone‐Beam  Computerised  Tomography  scanners,  there  are  still  safety 
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a  real‐time PLD process monitoring  tool.   The validity of  the assumption of Local Thermal 
Equilibrium (LTE) conditions as applied to the plasmas studied herein, and those generated 
during  typical  Laser‐Induced  Breakdown  Spectroscopy  (LIBS)  experiments,  is  considered.  
The second harmonic of a ns pulsed Nd:YAG laser was used to induce plasmas on the surface 
of a silicon target through a range of ambient pressures, from atmospheric to 1 × 10−4 mbar.  
Fast  gated  capture  of  the  dispersed  emission  spectra  enabled  temporal  resolution  of  the 
resultant  plasma  plumes.   Under  the  assumption  of  LTE,  plasma  excitation  temperatures 
were calculated using the emission  line‐to‐continuum ratio method, and were found  in the 
range 9100 – 20140 K.   Si  (II)  ionic species temperatures were determined using the Saha‐
Eggert equation, and were  found  in  the  range 13650 – 22560 K.   Plasma electron number 
densities were determined  from  the Stark broadening of  the Si  (I) 288.16nm emission  line 
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We are currently  testing a novel electrochemical device  (Oncoprobe Ltd)  to measure  real‐
time  micro‐electrical  changes  produced  by  cancer  cells  in  response  to  clinically‐used 
chemotherapy drugs. The device passively “listens  in” to the cells by means of detection of 





which  the  ovarian  cancer  cell  line  A2780  has  been  treated  with  the  anti‐cancer  drug 
Vinblastine.  It was demonstrated  that,  relative  to  controls  (dark blue),  those  cells  treated 
with a high dose of Vinblastine  (pink) generate a significantly different OCP profile. This  is 
mirrored by dramatic cell death  (first  two pictures). Sub‐lethal drug doses attain  the same 
end‐point (light blue) as controls, with little evidence of any extensive cytotoxicity (photo 4). 
Interestingly, the device was able to detect OCP changes at intermediate doses before they 
were evident microscopically, and as a prelude  to cell death  (yellow, panel 3).  In  the very 
near  future,  in  collaboration  with  Hope  and  Christie  hospitals,  it  is  hoped  that  we  can 
reproduce similar results in clinically‐derived tumour samples, with a view to predicting the 
response of colon and oesophageal cancer patients to current chemotherapy, and thereby 
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The causative agent of toxoplasmosis, Toxoplasma gondii, is an obligate intracellular parasite 
of medical  and  veterinary  importance. Moreover,  infections  are prevalent  in humans  and 




gondii  infection  in bats or  its  importance  in  their wildlife cycles. Although Toxoplasma has 
been reported in bat tissue, the only prevalence study (2009), to our knowledge, showed no 
infection  in a cohort of vampire bats To  investigate the  infection prevalence of T. gondii  in 
British bats, a collection of Pipistrellus pipistrellus where obtained and DNA was extracted 
from bat tissue. The prevalence of infection was determined as 13.4 % by PCR amplification 
of  SAG1  genes.    Using  microsatellite  genotyping,  we  have  determined  the  population 
structure of the sample of bats. We will report the relationship between parasite  infection 
and population structure. Data such as these are valuable  in epidemiological models which 
can  be  used  to  study  the  host  parasite  ecology  of  toxoplasmosis  in  wildlife  species. 
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In  this project,  the properties of  two  levels of activated  carbon based on  the  structure of 
phenol resorcinol formaldehyde resins at various different concentrations were investigated. 






The  second  level  of  activation,  CO2  etching,  improved  both  the  surface  area  and  the 
hydrogen uptake. It was found that the best performing samples had a surface area of the 
order of 700 m2/g and a hydrogen uptake of 2 wt% at 15 bar at 77 K.  
Further  test would  likely  involve  higher  concentrations  of  resorcinol  to  determine  if  the 
bonding structure of the resorcinol can further improve the porosity and surface area of the 
sample. Depositing lithium nitride on the surface of the carbon would allow us to investigate 
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the  UK,  building  mounted  micro  wind  turbines  (BMWTs)  have  been  found  to  produce 
significant structure borne noise.  At the current time this is preventing BMWTs from being 
allowed  the  permitted development  rights  (UK) which  have  been  granted  to  other  green 
technologies such as photovoltaics (PV).  Consequently, there is a need to understand better 




be operated properly when  installed and  this means  that existing methods  for measuring 
key vibration characteristics are impossible to implement.  Recently however a method has 
been developed at Salford University which allows vibration sources to be characterised by 
measurements  in‐situ,  this  is  a major  advantage  for  vibration  sources  such  as  BMWTs.  
Furthermore,  it  seems  that  not  only  are  the  required measurements  considerably  easier 
when using  this  approach,  the predictions  they  allow  are also  superior  to  those obtained 
from other methods.   The Acoustics  research centre has  recently been awarded an EPSRC 
grant  to  research  the method  further using  real case studies  including motor vehicles and 
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Room modes are known  to cause problems  in  rooms used  for  live and  reproduced music. 
They  alter  the  perceived  sound,  often  producing  a  less  than  ideal  listening  experience. A 
number of accepted  techniques are used  to  try and  reduce  the effects of  the problematic 
modes.  These  include  the  use  of multiple  subwoofers  and  their  relative  position  to  the 
modal  waveform.  Simple  signal  processing,  such  as  altering  the  gain  and  phase  of  the 
subwoofers,  is  sometimes used  to attempt  to minimise and  remove any unwanted model 
effects  and  interaction  between  the  subwoofer  and  the  room.  Although many  of  these 
techniques have been objectively researched and shown to improve a room response at low 
frequency, little is known about the subjective effect on the listener. Therefore, this project 
aims  to  produce  a  formal  test  to measure  the  subjective  effect  of  a  number  of  different 
control methods, focusing on multiple sources and signal processing. 
 
The project will specifically  include  the setting up and  testing of multiple control methods 
that have been extensively researched and are known to  improve the response of a room. 
Rigorous  listening tests have been devised to extract the relative preference between each 
method.  Extra  data  is  also  extracted  in  terms  being  defined  for  the  description  of  low 
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The  amount  of  textual  information  available  electronically  has made  it  difficult  for many 
users to find and access the right information within acceptable time. Research communities 
in  the  natural  language  processing  (NLP)  field  are  developing  tools  and  techniques  to 
alleviate these problems and help users in exploiting these vast resources. These techniques 
include Information Retrieval (IR) and Information Extraction (IE). The work described in this 
thesis  concerns  IE  and more  specifically,  named  entity  extraction  in  Arabic.  The  Arabic 
language  is  of  significant  interest  to  the  NLP  community mainly  due  to  its  political  and 
economic significance, but also due to its interesting characteristics. 
 
Text usually  contains all kinds of names  such as person names,  company names,  city and 
country  names,  sports  teams,  chemicals  and  lots  of  other  names  from  specific  domains. 
These names are called Named Entities (NE) and Named Entity Recognition (NER), one of the 
main  tasks  of  IE  systems,  seeks  to  locate  and  classify  automatically  these  names  into 
predefined  categories.  NER  systems  are  developed  for  different  applications  and  can  be 
beneficial  to  other  information management  technologies  as  it  can  be  built  over  an  IR 
system or can be used as  the base module of a Data Mining application.  In  this  thesis we 
propose an efficient and effective framework for extracting Arabic NEs from text using a rule 
based  approach.  Our  approach  makes  use  of  Arabic  contextual  and  morphological 
information to extract named entities. The context  is represented by means of words that 
are used as clues  for each named entity type. Morphological  information  is used to detect 
the  part  of  speech  of  each word  given  to  the morphological  analyzer.  Subsequently we 
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Biocidal  surfaces  employing  photocatalytic  activation  of  thin  films  of  TiO2  have  been 
explored over some years. We have combined the activity of TiO2 with the well characterised 
antimicrobial  activities  of  Ag  and  Cu  (or  more  correctly  CuO)  using  a  combination  of 
atmospheric pressure  thermal  and  flame‐assisted Chemical Vapour Deposition  (CVD).  The 
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such  as  leaf  area  index  and  canopy  cover  via  direct methods  is  time‐consuming.  Indirect 
methods,  based  on  light  interception,  are  limited  by  an  inability  to  distinguish  woody 
material  and  foliage,  assumptions  relating  to  canopy  leaf  angle distribution  and  clumping 









terrestrial  laser scanner for characterising forest canopies.   The  instrument records the full 
waveform  of  backscattered  energy  at  two wavelengths  in  the  near‐  and middle‐infrared 
(1040 and 1550nm), designed  to allow  the  separation of  foliage and woody material. The 
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policy  in  the UK  is moving  towards  increasing urban density  rather  than urban expansion. 
While, compact cities offer benefits in terms of resource utilisation and transportation, they 
also  place  increased  pressure  on  blue/green  spaces.  Ponds  offer  an  ideal microcosm  for 
exploring  issues of urban ecology within differing urban settings. Ecological,  landscape and 
socio‐economic  data were  collected  for  thirty  seven  ponds  in  the  urban  area  of  Halton, 
northwest England over a three year period (2005 – 2007). This represents 10% of the total 
number  of  ponds within  the  borough.  These  data were  compared  to data  from  fifty  one 
ponds  in the adjacent rural  landscape of Cheshire. This allowed exploration of variations  in 
pond ecology along an urbanisation gradient.   The most significant  impact on pond species 
numbers was the density of ponds within the surrounding  landscape. There was significant 
variation between  the  community  structure of urban and  rural ponds.  Further,  there was 
significant variation between the structure of communities  in traditional urban centres and 
the  designated  New  Town  development.  Certain  elements  of  the  socio‐economic 
environment  surrounding  each  pond  were  also  shown  to  significantly  impact  species 
numbers. This work offers  insights  into the  impact of urban development on pond ecology 
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only definitive host,  it  is found  in almost all geographical areas and warm blooded animals. 
Three routes of transmission are recognised: ingestion of oocysts shed by the cat, carnivory 
and  congenital  transmission.  In  natural  populations,  it  is  difficult  to  establish  the  relative 
importance  of  these  routes.  This  poster  reviews  recent  work  in  our  laboratory  which 
suggests  that  congenital  transmission  may  be  much  more  important  than  previously 
















Materials & Physics Research Centre,  
School of Computing, Science & Engineering, University of Salford 
 
 
An understanding of  the behaviour of materials under  irradiation  is vital when developing 
technologies  for deployment  in  irradiating environments and  for manufacturing processes 
which employ radiation modification of materials.  In the nuclear  industry  it  is of particular 
importance for extending the lifetime of the UK’s current reactor fleet, developing the next 
generation  of  fission  reactors  and working  towards  the  first  electricity‐generating  fusion 
reactors. 
 
A  new  facility  has  been  established  at  the University  of  Salford  to  allow materials  to  be 
examined  using  transmission  electron microscopy  (TEM) whilst  being  ion  irradiated.  TEM 
allows  the  internal microstructure of  samples  to be  imaged at a  resolution not offered by 
any  other  experimental  technique  and  by  combining  this with  in  situ  ion  irradiation  it  is 
possible  to  explore  the  dynamic  effects  caused.  This  has major  advantages  over  ex  situ 
studies in that the processes can be monitored as they occur – rather the simple observation 
of end‐states. Furthermore, experimental variables such as  temperature can be controlled 




for  example,  helium  on materials  and  of  using  heavier  high‐energy  ions  to  create  large 
numbers of atomic displacements. This combined capability to produce  ions from 1 keV to 
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Condition  changes  at  the  rail  surface  due  to  the  existence  of  fallen  tree  leaves  and 
contaminations by snow etc cause the low adhesion level which presents a serious challenge 
for  the  traction/braking  control  systems  to  avoid  the  problem  of  wheel  slip/slide.  This 
research  presents  the  development  of  a  multiple  model‐based  approach  for  the 
identification of the adhesion limit to overcome the problem of the wheel slip/slide in poor 
contact conditions. The proposed  scheme  is an  indirect method  that exploits  the dynamic 
properties  of  the  conventional  solid  axle  wheelset  in  response  to  changes  in  contact 








of wheelset  dynamics  and  non‐linear  contact  laws  and  that  of  condition  changes  at  the 
wheel‐rail  interface;  (2)  the  design  detail  of  the  Kalman  filters;  (3)  Fuzzy  logic  based 
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type CIS  films which were produced  from PDMS were  found  to have  low  resistivity, were 





and hot probe methods. The  single  step deposition process  can  cut down  the  cost of  the 
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The behaviour of the breakdown voltage of a pulsed d.c. magnetron sputtering system under 
various  operating  conditions  has  been  studied with  reference  to  Paschen’s  Law.  This  can 
help  to  understand  the  conditions  necessary  for  a  stable  breakdown  at  low  voltage  and 
hence  improve  sputtering performance  and  target  life.  The breakdown  voltage decreases 





the  combined effect of metastable atoms or  ions  that  remain  from  the previous pulse‐on 
time and the high mean free path at  lower pressures results  in this effect. The pressure at 
which  the minimum  value  of  breakdown  voltage  occurred was  calculated  by  applying  an 
exponential linear function for different electrode separations. From this analysis, it is clear 
that the pressure at which the minimum breakdown occurs is independent of the electrode 
separation.  The  breakdown  voltage  minima  shift  towards  higher  pressures  when  the 
operating  current  is  increased.  The  behaviour  of  the  breakdown  voltage  with  pulsing 
frequency at different pressures and constant pulse‐off time was recorded and revealed that 
the  breakdown  voltage  decreased  consistently  as  the  frequency  increased  up  to  70  kHz.  
Above this frequency, perturbation in the breakdown voltage was noted, possibly due to the 
rise  in  pre‐breakdown  current  during  the  few  microseconds  of  pulse‐on  time.  The 
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The area around Blackden  in Cheshire has been occupied for over 10 thousand years.    It  is 
reported to have been a winter camp at the start of the Mesolithic, c.8000 BC and possibly 
into Upper Palaeolithic.   Each of prehistory's conventional ages ‐ Neolithic, Bronze Age and 
Iron  Age  ‐  is  represented  by  artefacts  from  the  site,  whilst  materials  such  as  glass, 
metallurgical waste and pottery show people living or working in the area before the present 
Toad  Hall was  built  around  the  end  of  the Middle  Ages.    However,  there  has  been  no 
conclusive  evidence  of  iron  smelting  on  the  site,  although many  pieces  of  clinker, which 
could be furnace slag, have been recovered.  The aim of this project was to determine if the 
samples discovered at Blackden  could be by‐products of an  iron  smelting process  such as 
that occurring in bloomery and blast furnaces.   
 
We  will  show  how  a  range  of  scientific  techniques  (x‐ray  diffraction,  scanning  electron 
microscopy (SEM), energy dispersive x‐ray analysis, Laser  induced breakdown spectroscopy 
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The main  spectral  property  of  a  Sonic  Crystal  structure  is  a  notable  sound  attenuation 
related  to  the  Bragg  band  gaps.  This  effect  is  observed  in  air  and makes  Sonic  Crystals 
effective noise barriers in a particular frequency range. This performance can be extended to 
a wider  range of  frequencies by  introducing  scatterers  supporting multiple  resonances of 
various  types.  In  this  paper  the  sonic  crystals  composed  of  infinitely  long multi‐resonant 
composite  scatterers  are  studied.  First  the  concentric  elastic  shell  and  outer  4‐slit  rigid 
cylinder composite is considered. Theoretical and experimental results show the existence of 
the axisymmetric  resonance of  the elastic  shell  followed by  the annular  cavity  resonance. 
The second type of scatterers considered  is a U‐shaped resonator composed of thin elastic 
plates.  The  plates  form  an  open  cavity  so  that  resonances  are  defined  by  their  bending 
motion  as  well  as  by  the  geometry  of  the  scatterer.  Theoretical  analysis  of  the  elastic‐
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Dysregulation of HGF/SF‐induced activation of the tyrosine kinase Met  is  involved  in many 
types  of  cancer.  Inhibiting  Met  therefore  has  potential  in  cancer  treatment.1  Based  on 
heparin  interactions with HGF/SF,  small aromatic mimics were designed,  synthesised, and 
tested for their bioactivity. 
 
Thus,  14  compounds  were  synthesised.  After  screening,  compound  (1)  was  one  of  the 
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have  in  acoustics,  these  techniques  also  establish  a  platform  for  integrating  high  quality 
acoustics into both real built and virtual environments. We were a partner in the University's 




for  work  collaboration,  social  interaction,  and  future  media  realisation.  This  poster  will 






Cestode Zoonoses Research Group, Centre for Parasitology and Disease Research,  
School of Environment and Life Sciences, University of Salford 
 
 
Echinococcus  granulosus  is  a  dog  tapeworm  that  causes  the  zoonotic  disease,  cystic 
echinococcosis.    Canine  echinococcosis  appears  to  have  re‐emerged  in  Powys,  Wales 
following a  control programme  in  the 1980s  (Buishi et al., 2005).   The Office of  the Chief 
Veterinary Officer and the Department for Public Health and Health Professions in the Welsh 
Assembly Government jointly funded a pilot dog worming campaign as a preventative public 
health measure.    To  evaluate  the  impact  and  efficiency  of  a  short‐term  supervised  dog 
dosing  scheme,  collection  of  faecal  samples  on  farm  visits  and  worming  of  dogs  with 
praziquantel commenced in South Powys in May 2008.  In Year 1, approximately 1500 canid 
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In  this  paper,  a  framework  has  been  developed  for  applying  context  representation, 
discovery and sharing within mobile ad hoc networks. This leads to the creation of a Context 
information  Base  (CiB) which  is  used  by  each  device within  a mobile  ad  hoc  network  to 
maintain  context  parameters.  In  addition  to  the  CiB,  a  communication  protocol,  Context 












Compared  to  SLPManet,  a widely  agreed  and  used  SDP  protocol,  the  framework  shows 
better performance  in a rapid changing environment. The overall context discovery success 
of the CiComm protocol is over 97%. The protocol consumes on average 80% less bandwidth 
and  50%  less  time  exchanging  context  information  than  SLPManet.  However,  the 
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Decision  tree  induction  is  a  widely  used  technique  for  learning  from  data  which  first 
emerged in the 1980s. In recent years, several authors have noted that in practice, accuracy 














The main  outcome  of  the  evaluation  is  that  an  algorithm  based  on  genetic  algorithms, 
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Decision  tree  learning  is  one  of  the main methods  of  learning  from  data  that  has  been 





The  past  decade  has  seen  a  significant  interest  in  this  problem,  known  as  cost‐sensitive 
induction, with the development of a number of independent algorithms though there is no 
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the  hypothesis  that  crested  newts  use  the  calls  of  frogs  and  toads  that  share  the  same 
aquatic habitats for finding their ponds for reproduction. 
 
Newts were  caught during  their  aquatic  and  terrestrial phases,  and were placed  into  the 
centre  of  an  acoustic  arena.  Calls  from  two  native  species  (common  toad  Bufo  bufo  and 
common  frog  Rana  temporaria),  an  alien  species  (bullfrog  R.  catesbeiana),  as  well  as  a 
heterochthonous  sound  (“Champagne  Supernova” by Oasis) were broadcast  as  successive 
acoustic  stimuli  (in  random order and  from  random directions). Aquatic newts orientated 




For  the  first  time  in a British amphibian,  this study demonstrates  the ability of orientation 
based on acoustic cues emitted by other species, a finding with important consequences for 
successful  management  and  translocation  measures.  Moreover,  the  discovery  of  an 
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performance. A purpose‐built prosthetic  foot was designed  for  independent modulation of 






values of RF and FF stiffness. Low FF stiffness was associated with an  increase  in sound  leg 
knee  flexion,  reduced  variability  in  temporal  gait parameters  (indicating  greater  stability), 
and  lower  values of metabolic energy expenditure.  This paper discusses  the  relationships 
between  the  amputee  independent  prosthesis  properties  and  amputee  gait  performance 
using a novel experimental method which is decoupled from the constraints imposed by the 
use of commercial products. A combination of experiments such as  this and amputee gait 
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Porous  activated  carbons with  their  large  surface  area  and microporosity  are  one  of  the 
most promising systems for hydrogen storage for use with fuel cells. There are numbers of 
techniques  applied  for  activated  carbons  characterization,  but  all  of  them  have  their 
uncertainties  and  limitations.  SANS  provides  direct  and  accurate  way  of  assessing  pore 
geometry. 
One of the advantages of contrast matching method is that the contrast between a sample 
(carbon)  and  its  environment  (pores)  can  be  readily  varied  by  isotopic  substitution  of 
hydrogen with  deuterium  to  estimate  the  density  of  the  carbon  and  the  distribution  of 
closed pores. The  internal structure of  the open pores can  then be  introduced  in steps by 
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The  advent  of  metamaterials  has  opened  up  a  new  range  of  possibilities  for  the 
technological  advance  of  optical  devices.  Therefore,  wave  propagation  in  metamaterial 
structures  is  an  important  topic  to  investigate.  In  this  presentation,  it  will  be,  more 






nonlinear diffraction  is  illustrated. It will be shown that this  is especially necessary addition 
when a metamaterial based diffraction‐managed waveguide is considered.  
  
Temporal  soliton  propagation  in  double  negative  metamaterials  is  discussed  with  an 
emphasis  upon  short  pulses  that  exhibit  self‐steepening  controlled  by  the  frequency 
dependence of the relative permittivity and permeability. Other higher order effects such as 
Raman  scattering  will  also  be  included,  and  the  interesting  outcome  of  pulse  shift 
compensation will be discussed 
  
In  addition,  an  exciting dimension  can be  added  through  the  inclusion of magnetooptical 
properties. It will be shown that a Voigt configuration of an externally applied magnetic field 
can  be  used  to  create  significant magnetooptic  control  over,  both,  spatial  and  temporal 
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We  developed  a  low‐cost,  software  package  to  facilitate  Emergency  Planning  tabletop 
exercises.  This  allowed work  to  be  recorded  and was  easily  adapted  to  create  bespoke 
training scenarios, with purpose‐built  functionality,  located  in specific environments within 
premises that are presently under construction. A  locally used example being a model built 
for  the new Emergency Department  at  Salford Royal Hospital NHS  Foundation Trust. This 
was compiled  to examine patient  flow  from both clinical and managerial perspectives. An 
international example  is a collaborative project that has produced a preliminary model  for 
the Green Point stadium in Cape Town to be used by the medical team covering the football 
World  Cup  events  within  this  venue.  Acceptance  and  usability  of  this  software  is  being 










By  developing  new  bespoke  Emergency  Planning  tabletop  software  from  an  Emergency 
Medicine  perspective  we  have  been  able  to  produce  unique  products  permitting  the 
functionality  that  allows  people  to  safely  train within  their  own work  environment.  This 
approach  has  generated  a  number  of  research  opportunities  that  are  being  pursued  and 
developed with  the  data  generated  through  software  assessment.  Future work with  this 
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interactive  software  can  advance  this  educational  scenario.   The  authors  intend  to 
demonstrate this technology. 
 
The  infra‐red  tracking  device within  the Nintendo Wii  handset  is  the  key  to  this  setup’s 
functionality.    When  connected  to  a  computer  and  projector  it  provides  an  ad‐hoc 




Utilising  this  technology we  ran  an  exercise  to  determine  our  new  Paediatric  Emergency 
Department Unit’s MI Plan.   The software was purpose‐built so the  incident played out on 
the  departmental  floor  plan,  allowing  scrutiny  of  patient  flow  within  our  own  physical 




Although  from  a  small  sample  size  (n=10),  the  results  from  this  ‘mini‐trial’  were  very 
encouraging.    The  response  rate  was  100%.    A  high  level  of  positive  concordance  was 
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In  producing  bespoke  Emergency  Planning  software  we  have  enhanced  Major  Incident 
tabletop exercises, moving  from physical models  to an  interactive computer‐based system 








Of  the 12  students participating  in  this exercise, 4 performed  the  role of Silver Command 
and 8 triaged casualties resulting from a hypothetical Major Incident.  The students worked 








and confidence.   When asked what  they had  learned,  the  students commented on:  triage 
use;  task management;  how  stressful  a  ‘real  life’  exercise would  be  and  their  perceived 
beneficial use of gaming in Major Incident preparation. 
 
In  conclusion, we  took  a  bespoke medical  training  application  and  asked medically‐naive 
‘professional gamers’ to trial it’s software credentials.  The students’ reported positively on 
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Apatite based glass‐ceramics are some of the most bioactive materials found to date. They 
do not  require  fibrous encapsulation  and bond  to bone directly  through  an  apatite  layer. 
Apatite based glass‐ceramics exhibit relatively poor biaxial  flexural strength, hence  limiting 




glassy  precursor.  The  details  of  this  heat  treatment  (hold  temperatures,  times  etc)  are 
shown  to  be  as  important  as  the  initial  feedstock  chemicals  in  determining  the  final 
microstructure which,  in  turn, determines  the  final mechanical properties. Results of  real 
time kinetic neutron diffraction experiments  carried out on  the D20 diffractometer at  the 
Institut  Laue‐Langevin  for  three  compositions  with  increasing  amounts  of  fluorapatite 
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Magnesium hydride  (MgH2) has  long been considered as a promising candidates  for a  low 
cost hydrogen  storage material. However,  this compound  requires  temperatures of above 
300°C to release the stored hydrogen at 1 bar. 
By  modifying  the  stable  tetragonal  rutile 
structure of MgH2, it could be possible to make 
the hydride  less stable  thermodynamically and 
hence  reduce  the  temperature  required  to 
retrieve  the  stored  hydrogen.  Recently, 
transition  metals  (TM)  addition  at  high 
hydrostatic  pressure  (order  of  GPa)  [1]  or  via 
co‐deposition  on  thin  films  have  led  to  novel 
cubic modifications  [2];  the new phases present  lower  temperature of  release and greatly 
enhanced  kinetics  [3].  This  family  of  materials  (Mg‐TM‐H)  has  attracted  an  increasing 
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Computational  thermodynamics  using  density  functional  theory  ab‐initio  code  such  as 
CASTEP [1]  is a powerful tool to evaluate phase diagrams. The method  is usually applied at 
the  standard pressure of p=1 bar where  the Gibbs energy  is  assumed  to be equal  to  the 
Helmholtz energy.  In this work, we have calculated the Gibbs energy  in order to study the 
release  temperature  and  phase  modifications  of  MgH2  at  high  pressure  up  to  10  GPa 
(100 kbar). The  isotope exchange substituting hydrogen with deuterium shows surprisingly 
strong effects on  the phase diagram. These  considerations are of extreme  importance  for 
the  synthesis  of  novel magnesium  based  hydrides  and  deuterides  at  high  pressure.  The 
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threat  to  human  (and  animal)  health.    Recent  invasions/colonisations  (Aedes  albopictus, 
Ochlerotatus atropalpus, Ochlerotatus  japonicus, Aedes aegypti)  in mainland  Europe have 
highlighted  this  potential  threat.    Fifteen  countries  across  Europe  have  now  reported 
invasion of Aedes albopictus and  in  Italy  this  species has  recently become  involved  in  the 
transmission of  significant diseases  such  as  chikungunya  to humans  (>200  cases  in 2007).   
Aedes albopictus  in particular has drought  resistant  eggs  and  the  adults  and  larvae  show 
considerable  cold  tolerance.  This  has  enabled  its  spread  and  establishment  in  temperate 
climes, including many European countries, and would permit its survival in the UK.  Previous 





a  minimum  distance  of  400  metres  from  those  areas  of  point  of  entry  facilities.    The 
minimum distance must be extended  if vectors with a greater dispersal range are present.  
In  collaboration with  the Health Protection Agency, work has been ongoing with UK port 
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Imaging  mass  spectrometry  (IMS)  represents  a  powerful  new  tool  to  investigate  the 
molecular  histology  of  tissue  samples.  The  new  technological  platform  enables  the 
combination  of  the  high  throughput  detection  capability  of mass  spectrometry with  the 
spatial  localisation  of  constituent  analytes  (proteins,  peptides,  lipids  and  drugs)  in  frozen 
tissue  sections.    Although  still  in  its  infancy  and  requiring  significant methodological  and 
technological  refinement,  several  studies  have  already  illustrated  its  ability  to  provide 




of  tissue  specific processing methodology prior  to  laser desorption. Our preliminary work 
with  renal  tissue  samples  (tumor/normal) has  successfully explored  several aspects of  the 
processing methodology for the application of IMS in biomarker discovery in renal carcinoma 
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Key  aspects  of  the  pathology  of  severe  malaria  are  mediated  through  a  cohort  of  parasite 
synthesised  proteins  that  are  exported  for  insertion  into  host  red  cell membranes.  This  selective 
trafficking of parasite proteins results  in remodelling of  infected erythrocytes, predisposing them to 
sequestration  in  major  organs.  While  some  of  the  proteins  involved  in  remodelling  have  been 
extensively  studied  individually,  the  global  expression  behaviour  of  the  exportome  is  yet  to  be 
investigated.  The  completion  of  the  malarial  genome  project  allows  for  the  harnessing  of  the 







Isoleucine  labelled  P.  falciparum  lines  (FCR3)  will  be  matched  with  label‐free  cultures  and  the 
exportome selectively identified by the presence of heavy counterpart peptides yielding a 7Da mass 
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Ngorongoro  crater  is one of  the most  spectacular  landscapes  in  the world.    It  is  a World 
Heritage Site and Biosphere Reserve and  is home  to approximately 20,000  to 30,000  large 
mammals.  Despite  the  ecological  importance  of  Ngorongoro  crater,  a  comprehensive 
detailed  historical  record  of  the  large mammalian  fauna  does  not  exist  and  records  are 
fragmentary.  This  poster  is  a  review  of  available  data  on  the  crater’s  large  mammal 
community,  including  species  composition,  population  fluctuations  and  factors which  can 
potentially  affect  each  species.  In  addition,  a  review  of  the  quantity  of  primary  research 
completed on each  species  is presented.   A  thorough  literature  review was  conducted  to 
gather all accounts of large mammal presence or absence in the crater, along with figures for 
population sizes. Several sources and various  forms of  literature were consulted and some 
information was  gathered  from  unpublished  census  data  collected  by  staff  and  students 
from  the University of Salford, Manchester Metropolitan University and College of African 
Wildlife Management.  Findings  suggest  that  significant  changes  in  the  numbers  of  some 
species  have  occurred. Most  grazers  have  declined  except  buffalo, which  have  replaced 
wildebeest as the dominant animal in terms of biomass.  The primary causes for this decline 
are  vegetation  change  and  in  the  case  of  rhino,  poaching.  Predator  numbers  have  also 
changed dramatically with the primary cause being disease.  The species composition within 
the crater has changed: while no resident large mammal species have disappeared from the 
crater, wart hog  and buffalo have  relatively  recently populated  the  crater. Other  species, 
such as wild dog and  cheetah have been  recorded periodically.   Much  research has been 
carried out on both rhino and lion, while many other species have been largely ignored. The 
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both  in‐situ systems  in order to simulate the material behaviour under neutron  irradiation. 
We utilise the ability to perform the irradiation at a variety of temperatures, energies, and to 
use a variety of  ions  in order  to  investigate a wide  range of behaviours  in  this material – 
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technique.    One  particularly  advantageous  feature  of  OES  is  its  ability  to  perform  non‐
contact,  remote  materials  characterisation;  this  is  of  particular  importance  in  extreme 
environments, or  for  the analysis of hazardous  substances.     OES has been applied  to  the 
remote compositional analysis of radioactive materials and spent  fuel residues, and  to  the 
in‐situ  analysis  of  nuclear  power  station  steam  generator  tubes.    Here we will  describe 
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diverse  fields  worldwide:  environmental  monitoring,  archaeology,  medical  research, 
pharmaceuticals, industrial processes, forensics, materials characterisation and many more.   
The  range of  tasks  to which LIBS  is applied has expanded year by year.   The University of 
Salford Laser Facility is currently supported by several inter‐disciplinary research grants, and 
is  investigating medical,  geological,  archaeological,  fundamental physics,  solar  energy  and 
hydrogen storage aspects of LIBS.   
At present,  the UK  is vastly under‐represented  in  the developing  LIBS  technique, which  is 
keenly backed worldwide by prestigious academic  institutions and  large  industrial concerns 
alike.      International  LIBS  conferences  have  been  held  every  year  since  2000;  these 
conferences  are  regularly  attended  by  over  one  hundred  academic  and  industrial 
participants  from across  the globe.   Our research presentations at  these conferences have 
been  the  only  UK  representation  in  this  field  by  an  academic  establishment.    Our  LIBS 
research has been published  in peer‐reviewed  journals  and  cited by other  respected  LIBS 
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Scientific  innovations  exploited  in  geo‐archaeology  have  advanced  knowledge  and 
understanding, helping to unlock the secrets of artefacts and sites that previously were not 
completely understood.   Over  recent years developments  in geophysical prospecting have 
provided  effective  analysis  of  buried  archaeological  remains  without  the  need  for 
excavation; this is especially important as an archaeological survey is now mandatory before 
site development.   Geophysics has given archaeologists  the  tools  to  ‘see’ beneath  the  soil 
and delve into the past, but these prospecting techniques are not without their limitations. 
 
Laser‐Induced Breakdown Spectroscopy  (LIBS)  is a versatile analytical  technique  that offers 






million.    It  is  perceived  that  LIBS  prospecting  analysis  would  not  be  corrupted  by  the 
underlying geology, water content or magnetic anomalies.  It is also envisaged that, further 
to geo‐archaeological prospecting and  site  characterisation,  LIBS displays  the potential  for 
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The  iron‐gallium  (FeGa)  alloy  displays  the  highest  magnetostrictivity  of  all  the  ferrous 
materials (excluding those containing rare earth metals such as Terbium‐Dysprosium ‐ TbDy). 
This  particular  alloy  has  several  advantages  over  the  other  magnetostrictive  alloys  and 
displays a magnetostriction of up to 300ppm. The material is machinable meaning that it is a 
favoured  choice  in  the  development  of  MEMS  and  NEMS  (Micro  and  Nano  Electrical 
Mechanical Systems.) The different atomic compositions and the variation between thin film 
and nanostructures show subtle differences in the magnetic and structural properties of this 
material; predominantly  in  the magnetic moment but also  in  the porosity of  the  samples. 




Magnetron sputtering system; the bulk alloy  is bombarded by  ions formed  in plasma using 
the  inert noble gas Argon. The  thin  films are grown perpendicular  to  the sputtering  target 
whereas  the nanostructures use a  technique known as Glancing Angle Deposition  (GLAD)1 
which employs an atomic  ‘shadowing effect’  in order  for  these columns  to be grown;  the 
substrate (predominantly Silicon) can also be rotated at varying rates in order to change the 
shape and pitch of the columns.  
The  various  physical  and magnetic  properties  of  both  the  thin  films  and  structures  are 
characterised  using  several  methods  including  Scanning  Electron  Microscopy  (SEM), 
Transmission  Electron  Microscopy  (TEM),  Vibrating  Scanning  Magnetometry  (VSM)  and 
Magnetic Force Microscopy (MFM). 
1 Robbie, Kevin J., Brett, Michael J. 2001. Glancing angle deposition of thin films,  
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subject  to much  debate  which  has  led  to  a  lack  of  consensus  between  academics  and 
practitioners. Furthermore,  there  is a  lack of knowledge  surrounding  the quantification of 
many cultural services such as aesthetic and spiritual values, resulting in them receiving less 
attention.  Current  methods  for  ecosystem  service  quantification  focus  largely  on  the 
landscape  and  global  scales;  failing  to  appreciate  services provided  at  the neighbourhood 
scale and at different levels of urbanisation. This paper critically examines a variety of extant 
methods  for measuring  ecosystem  services  at  different  temporal  and  spatial  scales.    The 













Materials & Physics Research Centre,  




We  present  a  study  hydrogen  adsorption  in  the Metal‐Organic  Framework MOF5  by  first 
principles calculations.  The binding sites and adsorption energies of H2 have been identified 
through density functional theory (DFT) using Castep [1], this found binding energies up to 
43 meV.   Further quantum  states,  including both  the ground and excited  states of  the H2 
quantum  rotor,  have  been  evaluated  following  a  full  three‐dimensional mapping  of  the 
adiabatic surface of each site.  These states have then been used to interpret features of the 
measured  INS  spectra  [2]  attributing  the  large  peak  at  ~  12  meV  to  a  first  rotational 
transition of the hydrogen molecule in the ‘Cup’ site of the Zinc‐oxide cluster. 
 
Also presented  is  the  study of  the binding of  atomic hydrogen  to  the organic  linkers  in a 
range of metal‐organic  frameworks using dftb+  [3].   Calculations of  the ground‐state  total 
energies show a more  favourable binding of atomic hydrogen  to  the carbon  linkers of  the 
MOFs than in H‐H bonding (H2 gas).  At finite temperatures, the thermodynamic stability of 
the  system  can  be  predicted  from  the  free  energy,  which  is  calculated  from  phonon 
frequencies.  Comparing the free energies of the ‘full’ storage material with the ‘empty’ MOF 
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Currently  the  only  available methods  of  investigating  the  dynamics  of  nanomaterials  are 
more or less limited to IR and Raman and density of states measurements using incoherent 
inelastic  scattering. We  are  currently  developing  the  use  of  coherent  inelastic  scattering 
from  polycrystals, which  in  principle  contains  information  about  the  spatial  separation  of 
atoms taking part in a particular mode of vibration. However, because the model has to be 
averaged  over  all  possible  orientations  of  the  crystalline  structure,  the  data  obtained  is 
difficult  to  interpret directly and hence  requires  the development of a model  to  compare 





own, only  in  combination with well  crystallised hexagonal  graphite  following deformation 
under  geological  conditions  or  following mechanical  deformation  such  as  ball milling.    A 
recent  poly‐CINS  experimental  study  conducted  on  the  IN5  spectrometer  at  the  ILL, 










poly‐CINS method  to  a  range  of  neutron  irradiated  graphites,  including  those  exposed  to 
both  low dose and  temperature  (below 150C) BEPO graphite and higher  temperature and 
irradiation dose Magnox (PGA) and AGR (Gilsocarbon) graphite respectively.  These graphites 
are  important as the  irradiation changes to the mechanical properties of these may be  life 
limiting for the respective reactor designs. Moreover, failures have been observed that are 





[2]   D.L.Roach,  J.D.Gale  and  D.K.Ross  “The  application  of  coherent  inelastic  neutron  scattering  to  the  study  of 
polycrystalline materials” submitted to Phys Rev B. 
[3]   G.  Parthasarathy,  B  Sreedhar  and  T.R.K.Chetty,  “Spectroscopic  and  X‐ray  diffraction  studies  on  fluid‐deposited 
rhombohedral graphite from the Eastern Ghats Moboile Belt, India” Current   Science 90 (2006) 995 
[4]   H.A.Wilhelm,  B.Croset  and  G. Medjadi,  "Proportion  and  dispersion  of  rhombohedral  sequences  in  the  hexagonal 
structure of graphite powders" Carbon 45 (2007) 2356‐2364. 
[5]  Reed,  J.,  An Overview  of Graphite  Core  Assessment Methodology.  ,  in  securing  the  safe  performance  of  graphite 
reactor cores, b.c. group, editor. 2008: East Midlands Conference Centre, University Park, Nottingham. 
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To  combat  the detrimental  effects of DNA damage,  cells have  evolved  a number of DNA 




well  documented,  no  substantial  DNA  glycosylase  activity  on  double‐stranded  DNA 
substrates has been detected for NEIL3. NEIL3  is the  largest member of the family with an 
extended C‐terminal domain and  is unique to higher eukaryotes, showing a restricted gene 
expression pattern, mainly  in cells of the  immune system. To  investigate the biological role 
of  human  NEIL3  (hNEIL3)  a  yeast  two‐hybrid  assay  (y2‐h),  a  system  that  allows  the 
examination  of  protein‐protein  interactions will  be  carried  out.  In  y‐2h,  the  chosen  ‘bait’ 
protein  (hNEIL3)  is  expressed  in  yeast  fused  to  the  DNA‐binding  domain  of  a  bipartite 
transcription  factor  (LexA), while  the  second protein  (the prey)  is expressed  from a  cDNA 
library,  bound  to  the  activation  domain  (B42) which,  in  combination with  LexA  activates 
transcription. Neither LexA nor B42 alone are able to activate the transcription; only if they 
are  in  close  proximity  due  to  interaction  of  the  bait  protein  with  a  prey  protein,  will 
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as compared to the developing world, where  infection with  intestinal parasites  is common. 
The hygiene hypothesis suggests lack of infection predisposes to the development of IBD in 
genetically  susceptible  people.  However,  little  is  known  immunologically  about  how  gut 
parasites alter IBD progression. P‐glycoprotein (PGP) present in the apical membrane of gut 
epithelial cells is encoded by the mdr1a gene. This protein inhibits absorption of many drugs 
and  acts  like  a  transport  protein.  Mice  which  lack  the  mdr1a  gene  (mdr1a‐/‐)  develop 
spontaneous colitis  in the presence of enteric bacteria. We have used mdr1a‐/‐ mice on an 
FVB  background  to  investigate  any  change  in  progression  of  colitis  in mice  infected with 
Trichuris muris. Our results reveal that the mdr1a ‐/‐ mice were unable to expel T.muris and 
had  a  higher  worm  burden  at  day  19  after  infection  compared  to  controls.  This  was 
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considered  as  representing  a  natural  history  of  cyst  development.    However,  the 
developmental  events  seen  in  ultrasound  need  to  be  more  closely  matched  to 
immunological and cellular events to have a  fuller appreciation of disease progression and 
regression. Understanding how  cyst  structures  alter with  time  is  crucial  to evaluating  the 
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Hydrogen/fuel  cell  cars  are  being  developed  by  most  of  the  major  car  manufacturers  for 
commercial  launch  in around 2015. These cars are designed to work with either high pressure 
hydrogen  gas  or  (BMW)  using  liquid  hydrogen.   We  are  researching  into  improved ways  of 
storing this hydrogen on a vehicle. In this project, we are developing high surface area carbons 




own.  The measurements  of  hydrogen  adsorption  are made  using  the  IGA  ‐    an  intelligent 




combine  reversibly with  hydrogen  to  produce  Li  imide  and  Li  amide.  In  order  to  investigate 
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trials.  They  are  substituted  stilbenes  that  are  active  in  the  Z‐  (cis‐)  configuration.  Since 
stilbenes  are  readily  photoisomerised  from  the  E‐  (trans‐)  to  Z‐  (cis‐)  forms,  this  has 
suggested that E‐combretastatin may be regarded as a pro‐drug and could activated  in the 
body  by  localised  exposure  to  light  at  the  tumour  site.  E‐Combretastatin  A4  has  an 
absorption  maximum  at  320  nm,  a  wavelength  at  which  there  is  effectively  no  light 




At  this  early  stage  in  the  project,  suitable  compounds  are  being  synthesized  and  their 
photochemistry  and  photophysics  evaluated.  E‐Combretastatin  A4  has  a  fluorescence 
spectrum  that  may  be  useful  in  fluorescence  lifetime  imaging  of  intracellular  drug 
distribution. Fluorescence quantum yields have been determined to be in the range 0.08 to 
0.15  depending  on  solvent  polarity  and  are  consistent  with  anticipated  sub‐nanosecond 
fluorescence  lifetimes that will be measured using the Ti:Sapphire  laser. Further studies to 
determine  the quantum yield  for photoisomerisation are now underway prior  to an  initial 
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concerned.  Because  of  these  properties  they  are  candidate materials  for many modern 
engineering applications. A key problem that would have to be avoided before they could be 
used  as  engineering materials  is  connected with  their  dramatically  brittle  properties.  The 
generally  imperfect  impact tolerance and  low thermal‐shock resistance, which are  inherent 
to  the  transition‐metal  carbides,  can  be  improved  noticeably  by  the  addition  of  a  low‐
modulus  phase  such  as  graphite,  and  this  effect  can  be  achieved  without  significant 




(HMC),  containing 10‐50 vol. % of  low‐modulus phase  in  the  form of particulate graphite, 
were  prepared  by  hot  pressing  at  2700  ºC  and  12  MPa  in  argon  atmosphere.  The 
microstructure and physico‐mechanical characteristics were investigated and compared with 
those  available  in  earlier  works  to  provide  a  clear  understanding  of  the  composition‐
property  correlations  and  anisotropy  of  this  type  of  composites. Different  thermal  shock 
resistant parameters  for  the hetero‐modulus ceramics were calculated on  the basis of  the 
experimental  data  obtained.  A  new  principle  of  optimum  materials  design  for  the 
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One of  the most  important problems of materials  science  is  the development of  optimal 









nanostructures were of  various  shapes:  from plane needle‐shaped  (jagged)  to 3D‐smooth 
pseudo‐triangular  in  cross‐section  with  negative  curvature.  Carbon  fibers  with  nano‐
structured clusters are characterized by extended specific surface area. This will  render  to 
apply  them  in  adsorption  processes  as  an  active  carbonaceous medium.  The  developed 
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The design of cost‐efficient and high‐performance materials  is extremely  important  to  the 
Energy  Economy,  which  is  necessary  for  the  sustainable  development  of  our  society. 
Sustainability  is also connected with recycling and utilisation of various wastes. New hybrid 
ceramic‐polymer  (inorganic‐organic)  materials  can  provide  new  engineering  solutions 
capable of optimizing the application of current energy storage and technologies, minimizing 
their  negative  side  effects  and  reducing  their  production  costs. Moreover,  new materials 
design  &  technology  development  usually  achieves  considerable  economic  advantage, 
thanks to their vast application breadth. Each year, the UK generates several million tons of 
various wastes, including about 3 million tons of plastics. All these wastes can be measured 
in  terms of energy  resources as well as ecological  impacts. Plenty of  technological wastes, 
such as various  types of  fly ash, ground/powdered glass  (currently,  in  the UK, only 33% of 
manufactured glass is recycled), debris from the tableware and sanitary‐ware industries and 
some others, can be used for the preparation of the inorganic chemically bonded matrix for 
the  hybrids.  Various  fibrous  and  needle‐like‐particulate  types  of  wastes,  organic  and 
inorganic originally,  such  as pulp  and paper mill  residue,  textile  and  fibreglass production 
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without  producing  polluting  and  harmful  by‐products,  as  would  be  emitted  by  the 
combustion of fossil fuels. There are two principal mechanisms of hydrogen storage in solids 
connected with  intermolecular  forces, which  do  not  cause  any  change  in  the  electronic 
patterns  (adsorption or physisorption), and  interatomic electron exchange, which  leads  to 
formation  of  different  hydrogen  containing  chemical  compounds  (absorption  or 
chemisorption). A  recently declared approach  is  shifting  research  focus  toward  the hybrid 
systems,  which  could  combine  capacity  of  chemisorbing  materials  with  kinetics  of 
physisorption systems. One of the alternatives of such system could be a dispersion of the 
nanoparticles of metal or metal compound, which chemically interact with hydrogen to form 
hydrides  (or  amides,  imides),  inside of nanoporous media with high  specific  surface  area, 
which  is provided by  the precise porosity. The potential pathways  for preparation of  such 
hybrid  store  can  be  selected  from  a  number  of  methods,  e.g.  infiltration  of  activated 
carbons. There are many cost‐effective activated carbons produced in industrial scale. Most 
of  them are available  for  infiltration by  the different solvents containing  the precursors of 
hydrogen  chemical  absorbents.  Although  the  simplicity  of  this  process  is  obvious,  it  is 
necessary  to  recognize  its  lower potential  for  the  introduction of considerable amounts of 
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Hybridization  and  structural  control  of  ceramic  and  polymer materials  have  been  in  the 
limelight during  the past  two decades because of  their  ability  to  enhance properties  and 
enlarge  application  areas  in  the  conjunction with  fundamental  understanding  of  Physics, 
Chemistry, Materials and related disciplines. A new approach to the production technology 
of  energy‐saving  materials  is  connected  with  design  of  polymer‐ceramic  hybrid 
microstructures  and,  in  particular,  based  on  the  application  of  advanced microstructural 
combinations  of  chemically  bonded  phosphate/phosphate‐aluminosilicate  ceramics,  i.e. 
inorganic polymers, with plastics, i.e. organic polymers. A unique feature of the approach is 
in  the  special  focus  on  the  formation  of  interface  between  organic  and  inorganic 
constituents  in the material. The materials design concept results  in the next generation of 
building‐construction  materials:  energy‐saving,  low  embodied  energy  and  eco‐friendly 
polymer‐ceramic hybrids with excellent thermal (sound)  insulation properties. Additionally, 
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We  demonstrated  the  potential  to  modify  the 
magnetic  behaviour  and  structural  properties  of 
ferromagnetic  thin  films  using  focused  ion  beam 
“direct‐write”  lithography.   Patterns  inspired by  the 
split‐ring  resonators  often  used  as  components  in 
meta‐materials were  defined  upon  12  nm  thick  Fe 
films using a 30 keV Ga+ focused ion beam at a dose 
of  2x1016  ions  cm‐2.    Structural,  chemical  and 
magnetic  changes  to  the  Fe  were  studied  using 
transmission X‐ray microscopy at  the ALS, Berkeley.  
These observations  showed  a 23%  reduction  in  the 
thickness of  the  film  in  the  irradiated areas, but no 
chemical  change  was  evident.    Images  of  the 
magnetic reversal process show domain wall pinning 
around  the  implanted  areas,  resulting  in  an  overall 
increase  in  the  coercivity  of  the  film.    Using 
transmission  electron microscopy,  the  grains within 
the  implanted  areas  were  seen  to  be  more  than 
double  the  size of  those within  the  as‐grown  Fe. A 





Figure  1.     Magnetization  reversal  cycle  of  a  section  of 
patterned  Fe,  with  the  applied  field  in  the  horizontal 




zero  field  to  ‐884 Oe  (a), and  then zero  field  to +913 Oe 
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Previous research has reported on optically excited spin‐injection. In these studies, circularly 





experimental  study of  the chirality dependence of  the photocurrent with photon energies 
both  above  and  below  the  GaAs  band  gap  in  the  case  of  a  Fe/GaAs  Schottky  barrier 
structure,  thereby  examining  the  contribution  of  the  interband  transition  in  the 
semiconductor to the overall effect. Our experiments were conducted at an angle off normal 
incidence,  a  configuration which  allowed  us  to  probe  the  in‐plane magnetization  of  the 
magnetic  films.  In  the present work, we examine  the  spin‐dependent photocurrent  in  the 
case of Ni/GaAs. Ni is known to have a negative spin polarisation at the Fermi energy. Using 
a  different  experimental  approach,  the  photon  energy‐dependent  measurements  have 
enabled  us  to  demonstrate  the  change  of  sign  in  the  magnetic  asymmetry  of  the 
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frequency of  1000 Hz,  face‐centered  cubic  (fcc) Co nanowires  are deposited with  a  small 
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MgO‐based  magnetic  tunnel  junctions  (MTJs)  exhibit  high  levels  of  tunnelling 
magnetoresistance  [1],  a  desirable  quality  for magnetoresistive  devices  such  as magnetic 
random access memory, magnetic read heads and magnetic sensors [2].   A high tunnelling 
magnetoresistance effect  (TMR) has been  realised  in MTJ’s with  a highly orientated MgO 




Current  research  suggests  that  crystalline electrode  components  can only be  achieved by 
annealing  amorphous CoFeB  in  order  to  induce  lattice matching with  the MgO  insulating 









In  both  alloy  compositions  a  CoFe  solid  solution  is  the  primary  crystal  phase  formed.  
Furthermore we have modelled the kinetic parameters such as grain growth and activation 
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human dental enamel as a  function of position within  intact  tooth  sections of a maxillary 
premolar and incisor. 
 
Keeping  tooth  sections  intact  has  allowed  us  to  construct  2D  and  3D  spatial  distribution 
maps of the magnitude and orientation of texture in dental enamel. We have found that the 
enamel crystallites are most highly aligned at the expected occlusal points in both maxillary 
first premolar and  incisor.   We show further to this that  in the maxillary premolar that the 
texture  direction  varies  spatially  in  a  three  dimensional  curling  arrangement. Our  results 
provide  a model  for  texture  in  enamel  which  can  aid  researchers  in  developing  dental 
composite materials  for  fillings and  crowns with optimal  characteristics  for  longevity, and 
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Both  careful  sample  preparation  and  comprehensive  sample  characterisation  are 
fundamental  in  Condensed  Matter  research.    This  area  of  research  generally  follows  a 
cradle‐to‐grave  approach  with  researchers  preparing  their  own  materials,  carrying  out 
experiments,  analysing  the  results  and  publishing  the  papers.    Researchers  in  the 
Nanomaterials Research Group  (NRG)  take  this approach  in  their studies of  the electronic, 
magnetic  or  structural  properties  of  nanoscale  materials,  amorphous  materials,  when 
investigating phase diagrams and in the design of replacement biological materials.  
 
Our  samples  take many  forms: metallic  alloys  can  be  fabricated  as  ribbons,  ingots  and 
powders, or by using a modified sputterer to create thin films and nano‐structures.  Ceramic 
biomimetic materials  are  processed  using  the  large  range  of  ovens  and  furnaces.   More 
recently we have begun preparing materials  via  electrodeposition.   Our materials  are  then 





at  international science  facilities, such at  ISIS and Diamond  in Oxfordshire and  the  Institut 
Laue Langevin and European Synchrotron Radiation Facility in Grenoble, France to carry out 
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Introduction:  Saltmarshes  are  an  integral  part  of  coastal  ecosystems,  from  which more 
ecosystem  services  are  delivered  to  coastal  populations  than  any  other  habitat.  Recent 
ecosystem  based  management  research  has  sought  to  recognise  drivers  of  change  in 
ecosystem services and quantify such changes in terms of their negative or positive effects. 
Examples of  saltmarsh ecosystem  services  include habitat provision  for birds, provision of 
food through livestock grazing and a regulating service through carbon sequestration in the 
sediment.  Less  well  known,  but  obvious,  is  the  cultural  value  in  delivering  a  natural 
environment to which  local communities have access and the resultant state of well‐being 
which many  derive  from  contact  with  nature.    Drivers  of  change  in  the  ecosystem  are 
quantifiable using traditional methods of scientific research coupled with new models being 







re‐introducing  grazing  on  an  abandoned  saltmarsh  on  the  Upper  Mersey  Estuary.  The 
saltmarsh  lies  at  the  center  of  Runcorn  and Widnes,  an  urban  environment with  a  long 
history of chemical industry. Grazers on saltmarsh have been shown to have various effects 
on the ecosystem relating to type of grazer and the  intensity thereof. Therefore, drivers of 
change  include  grazing  cattle,  a  provisioning  service,  with  the  resultant  effects  on 
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oxygen  therapy,  resulting  in high patient morbidity.    In  latter disease  stages patients  face 
lung  transplantation  and  a  lifetime  (<5  years  expectancy)  of  taking  immunosuppressant 
drugs as their only option.  A key pathology is airway wall thickening, mediated by fibroblast 
proliferation in response to mediators released from airway epithelial cells.  The initial cause 
of  fibrosis  is  often  undetermined.   A  second  COPD  pathology  is  alveolar wall  destruction 
resulting  in  large  defective  airspaces,  (emphysema),  sometimes  requiring  lung  reduction 
surgery due to excessive  lung expansion and stretch.   The combination of emphysema and 
fibrosis  is an under studied area and  the relationship between  lung expansion and  fibrosis 
requires attention.   
Our  research  programme  objectives  are  to  examine  the  effects  of  stretch  forces  and 
cigarette  smoke on primary human  fibroblast properties  to observe  their  influence on: 1) 
inflammatory mediator  (eg  IL‐6, TGFβ)  release, 2) proliferation 3)  resistance  to apoptosis.   
Patients undergoing lung resection surgery as part of their clinical care are recruited and the 
study  has  received  full  ethical  approval  from  the  local  Manchester  and  Salford  ethical 
committees.     Following  in vitro exposure  to  stretch  forces +/‐  cigarette  smoke,  fibroblast 
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appeared  insensitive  to  training.  Fixation  at  the  grasping  area was  also  observed  during 
manipulation, but this was reduced by training. The results of the study are consistent with 
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railway  vehicles, which  can  be  used  to  enhance  the  safety  and  reliability  of  trains.  The 
current  stage  of  the  project  involves  the modelling  and  simulation  of  vehicle  dynamics, 
focusing on  linear models of wheel‐rail  contact,  train  vehicle‐bogie‐wheel  suspension  and 
dynamics. 
 
Such  active  control  systems  for  railway  vehicles  have  been  shown  to  provide  better 
performance  and  efficiency  than  standard,  passive,  systems.  The  problem  of  introducing 
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industries where  cross‐contamination with  bacteria  and  viruses  occurring  between  hands 
and inanimate surfaces is a major problem. The use of silver as an antimicrobial agent is well 
known  but  silver  coatings  on  surfaces  can  be  soft  and  easily  scratched  allowing 
microorganisms to survive on the surfaces. Novel antimicrobial surfaces are being developed 
and tested in a unique cooperation between Materials Scientists, Microbiologists and Health 
Protection  specialists.  These  coatings  produced  by  Chemical  Vapour  Deposition  (CVD) 




coating  in hospital  setting, biocidal  activity  testing methods have been developed   which 
allow  both  laboratory  testing  against  known  organisms  and  in  situ  testing  against  clinical 
pathogens  in a hospital  setting. A comparative  study on  the performance of antimicrobial 
samples produced by CVD Technologies  Ltd and a  commercially available  cladding  sample 
was also carried out using the method developed. 
The  results  show  that  the  surfaces  have  high  antimicrobial  activity.  The  ability  to  coat 
different surfaces will provide self‐disinfecting coatings which have  the promise  to help  to 
limit  transmission of  infections  in  various public,  commercial  and  residential  facilities.  For 
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Porous materials  have  been  conventionally  used  for  acoustic  treatment  due  to  its  sound 
absorptive  and  sound  insulating  characteristics.  A  new  emerging  field  is  the  study  of 
acoustical properties of multi‐scale porous materials. An example of this kind of materials is 
a double‐porosity granular material, in which the grains are porous themselves.  In this work 
a methodology  for modelling  this  type of materials  is presented.  It  consists of  solving  the 
governing equations at different levels in reconstructed geometries. The information for the 
geometric  reconstruction  is  extracted  from  the  images of  the material.  Sound  absorption 
coefficient measurements on perlite have been conducted to validate the approach. This  is 
shown  in  Figure  1.  Perlite  has  been modelled  as  a monodisperse  ensemble  of  spherical 
particles  at  the mesoscopic  level whilst  as  a monodisperse  semi‐closed  Kelvin  cell  at  the 
microscopic level. It is proven that a double‐porosity granular material provides higher low‐
frequency sound absorption and is considerable lighter than its single‐porosity counterpart. 
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with  different  SODARs  giving  slightly  different  results  in  the  same  location.  SODAR 
measurements are often compared to those from anemometers to examine their accuracy. 
This  method  can  only  give  a  partial  calibration  and  the  differences  between  a  point 
measurement  and  a  volume  measurement  are  likely  to  cause  errors.  And  independent 
traceable technique is required. A method of auditing the performance of SODARs based on 
Acoustic  Pulse  Transponder  (APT)  system  is  shown  in  Baxter.  Using  this  approach  as  a 
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the safe spacing between aircraft  landing and  taking off.  Interaction between vortices and 
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Vegetation incorporated into urban environments has an ecological and a social value which 
helps  sustain  public  health  and  well  being.  What  is  not  known  is  how  resilient  urban 





strategy.  This planting  took place during  the  1960s  to  1980s. As  a  result,  there  is, within 
Runcorn,  a  comprehensive  vegetative  framework  comprising  playing  fields,  parks, 
woodlands and greenways. The  trees within  these vegetated areas have  reached maturity 
and  questions  are  being  asked  about  their  future.  In  this  poster  the  authors  discuss  the 
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requirements. This  research provided a comprehensive  review and description of  the QoS 
specifications that comprise some already existing factors contributing to the QoS and some 
newly  proposed  ones.  Furthermore,  the  research  has  proposed  a  QoS metamodel  as  a 
lightweight extension  to  the Web Service Description Language  (WSDL)  to  incorporate  the 
selected  QoS  specifications  into  web  services'  functionalities.  The  main  question  this 
research  is trying to answer  is, “What makes a web service better than other web services 





proposed  QoS  specification  s  as  theyare  vital  as  an  augmentation  to  the  existing WSDL 
specification  to  assure  high  quality  web  services  development  and  implementation.  The 
metamodel could be used to incorporate the selected QoS specifications into theWSDL. Both 
the  QoS  specifications  and  metamodel  can  be  used  as  a  reference  model  for  service 




We  have  illustrated  a  possible  use  of  the QoS  specifications  and  implementation  of  the 
model  by  using  a  case  study. We  have  conducted  controlled  experiments  that  involved 
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of  TNF‐α  during  skeletal  muscle  differentiation  [2].  Additionally  EPA  was  shown  to  prevent 












EPA, as a co  treatment or pre  treatment, significantly  increased the width and  length of myotubes 










damaging  effects  of  Tumour  Necrosis  Factor  (TNF)‐alpha  during  murine  skeletal  muscle  cell 
differentiation.  Lipids in Health and Disease 7: 24‐35. 
[2]   Murakami, M., Ohkuma, M., Nakamura, M. (2008). Molecular mechanism of transforming growth factor‐  
beta‐mediated  inhibition  of  growth  arrest  and  differentiation  in  a  myoblast  cell  line.  Development,  
Growth and Differentiation. 50: 121‐130. 
 [3]   Shimojo, N.,  Jesmin, S., Zaedi, S., Maeda, S., Soma, M., Aonuma, K., Yamaguchi,  I., Miyauchi. T.  (2006) 
Eicosapentaenoic  acid  prevents  endothelin‐1  induced  cardiomyocyte  hypertrophy  in  vitro  through  the 
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It  is of  interest to return to the theory behind hydrogen diffusion  in metals, specifically the 
concentration dependence of the two often quoted diffusion coefficients. These coefficients 
are the tracer coefficient( Dt ) which  is based on the random walk of single gas atoms and 
the chemical diffusion coefficient  ( DC  ) based on  the  random walk of many particles. The 
latter  is  better  known  as  Fickian  diffusion  and  corresponds  to  the  idea  of  a  chemical 
potential  being  the motive  force,  setting  up  a  net  flow  of  uncorrelated  moves  in  a  self 




Both descriptions are based on  the  solution of  similar partial differential equations.  From 
previous work,  it  is apparent that   Dt and Dchem are described by the same quantity at  low 
concentrations but differ at high concentrations and  this work aims  to augment  theory at 
the high concentration limit.  
 
This may  be  achieved  by  neutron  scattering  techniques,  noting  that  the  self  correlation 
function  Gs(r,t)




Established  mathematical  models  predict  that  at  finite  concentrations  Dchem  remains 
constant as a function of c, whereas Dt reduces as (1‐c)  .Thus by separating the quasi elastic 









1 Gs(r,t) is the probability that if an atom is at at r=0 at t=0 then the same atom is found at r and t respectively. 
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The  diarylmethane  motif  appears  in  a  vast  range  of  natural  products  and  man‐made 
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images  can  provide  an  invaluable  mapping  resource,  manual  delineation  of  glacier 
boundaries over large areas is time consuming and problematic. Automated techniques can 
vastly  improve  processing  time. However,  automated mapping  of  glaciers  is  hindered  by 
debris‐covered ice as its spectral characteristics are very similar to those of the surrounding 
terrain, which results  in misclassifications. A multisource automated approach  is presented 
here  to  resolve  the  problems  of mapping  debris  covered  glaciers.  Glacier margins were 
delineated using supervised classification techniques combined with slope angle and thermal 
thresholds  using  a  knowledge  based  approach.  The  proposed  approach  utilises  Landsat 
ETM+ and ASTER data for the Gangotri basin, Uttaranchal, India. An accuracy assessment has 
been  conducted  on  the  glacier‐cover  maps  produced  which  is  encouraging  (90.6%). 
Problems  arise  in  regions where  debris  cover  is  substantial  and  at  high  elevations where 
slope gradients exceed  the  thresholds  set. Glacial ablation  zone delineation however, was 
particularly  promising  and may  associate well with  glacier melt models.  The  accuracy  of 
mapping  glacier  change      can  further  be  improved,  by  better  correction  of  the  satellite 
imagery  (for  effects  such  as  terrain)  and  with  some  minor  editing,  and  offers  a  viable 
alternative to manual delineation of debris covered glaciers. 
Keywords:  Himalayas;  Glacier  meltwater;  Glacier  area  change;  Debris  covered  glaciers; 
Automated mapping; Remotely‐sensed images; Gangotri glacier. 
 
